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R-EA-WR-ET-LEG-RO, OEM-R845-LEG-ETH, 

ID ACCESS 1500 Legic 
 

Werkseinstellung 
Das Gerät ist mit dem Jumper auf Betrieb mit PoE eingestellt. Wenn ihr Netzwerk PoE bereit stellt, genügt es 

den Netzwerkstecker anzuschließen und das Gerät nimmt in wenigen Sekunden seinen Betrieb auf. 

Wichtige Einstellungen für Ihre Anwendung 
Das Gerät ist vom Werk aus als TCP-Client eingestellt und stellt selbsttätig nach dem Erfassen einer UID von 

einem RFID-Datenträger die Verbindung zu einem Server her. Sie müssen also auf jeden Fall die IP-Adresse 

(Remote Host) und den Port (Remote Port) des Ziel-Servers einstellen. 
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Gerät auffinden, Netzwerk-Einstellungen 
In den meisten Fällen wird das Gerät nach dem Start der Software automatisch gefunden. Falls nicht, wählen 

Sie bitte links oben die jeweilige Netzwerkkarte aus und klicken dann auf „Search“. 

 

Das Gerät ist werksseitig auf DHCP eingestellt. Wenn Sie ihm eine feste Netzwerkadresse zuweisen möchten, so 

können das bei den „Network Settings“ tun. Klicken Sie zunächst auf „Use the Follow IP Address“. 

Bei „Other Settings“ können Sie der Weboberfläche einen neuen Benutzername (User Name) und ein neues 

Passwort (Password) geben sowie den Gerätename (Device Name) anpassen. 

Download 
https://download.idtronic.de => Ordner „Card Reader“ => Datei „ID ACCESS 1500 SDK.zip“ 

Direktlink:  https://download.idtronic.de/Card%20Reader/ID%20ACCESS%201500%20Legic%20SDK.zip 

Benutzername: iDTRONICdwnld  Passwort: dwnld§2017 

https://download.idtronic.de/
https://download.idtronic.de/Card%20Reader/ID%20ACCESS%201500%20Legic%20SDK.zip
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Factory setting 
The device is set to operate with PoE using the jumper. If your network provides PoE, simply connect the 

network plug and the device will start operating in a few seconds. 

Important settings for your application 
The device is factory-set as a TCP client and automatically establishes a connection to a server after a UID has 

been captured from an RFID tag. You must therefore always set the IP address (remote host) and the port 

(remote port) of the target server. 
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Locate Device, Network Settings 
In most cases, the device will be found automatically after starting the software. If not, please select the 

relevant network card at the top left and then click on “Search”. 

 

The device is set to DHCP at the factory. If you want to assign it a fixed network address, you can do this in the 

“Network Settings”. First click on “Use the Follow IP Address”. 

Under “Other Settings”, you can give the web interface a new user name and a new password and customise 

the device name. 

Download 
https://download.idtronic.de => folder „Card Reader“ => file „ID ACCESS 1500 SDK.zip“ 

Direct link:  https://download.idtronic.de/Card%20Reader/ID%20ACCESS%201500%20Legic%20SDK.zip 

User name: iDTRONICdwnld  Password: dwnld§2017 

https://download.idtronic.de/
https://download.idtronic.de/Card%20Reader/ID%20ACCESS%201500%20Legic%20SDK.zip
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