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I—I ‘ I ‘ I_I TYPE_Polos Dimensions (mm)
I | J 2,10£0.10 A | B
A1251AWR-2PS | 1.25 | 7.30
I—I L I_I o A1251AWR-3PS | 2.50 | 8.55
III III III Ij III III 1 o A1251AWR—4PS | 3.75 | 9.80
I pal A1251AWR-5PS | 5.00 | 11.05
| 125005 0.30£0.02 & _ ALZ51AVR 6PS | 6.25 | 12.30
 A+010 @ @ @ @ @—D A1251AWR-7PS | 7.50 | 13.55
o 2 A1251AWR-8PS | 8.75 | 14.80
Mechanical structure g ‘ ‘ A1251AFR-9Ps | 10.00 ) 16.05
1 Material plastic: PA46 (UL94V—0) 1,50 I 1.25%0.05 ll|. 0.50+0.03  |A1251AWR-10ps| 11.25) 17.30
2 Contacts: Phosphor bronze Tinning A+0.10 A1251AWR-11PS| 12.50| 18.55
3 Contact resistance: <20mQ = A1251AWR-12PS| 13.75] 19.80
4 Insulation resistance: >100MQ A1251AWR-13PS| 15.00| 21.05
5 Rated voltage: 50V, AC DC SUGGESTED PCB LAYDOUT A1251AWR-14PS| 16.25| 22. 30
6 Rated current: 0.5A AC,DC (COMPONENT SIDEY A1251AWR-15Ps| 17.50| 23. 55
7 Contact resisting: 500V AC/minute A1251AWR-16PS| 18.75| 24. 80
8 Temperature:-25C ~ +85C TOLERANCE __ [SCALE:
9 Solderability test: Area of Soldering>95% * ok £0. 25 NTT:
5 . k. 4ok +0. 15 : TITLE: PART NO:
Temperature260,°C, Time2.5+0.5S * x%k +0.05| VIEW: @ =
10 Six such as lead and cadmium content of DRAW | Ye weidan 0712 24 %‘AzF%"ﬁmSI;{ITT?;E%OO 201-100-A1251AWR
harm.ful substances :co comply with the- - TS et CHECK Zhomghi 07./2.29
requirements of environmental protection po— Pe—— Prr— e P r—————— FI‘ elt ec GmbH
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